
DOUBLE TDP

Always use Through-Deck Pushing when 
installing the Ropeye in order to prevent the 
rope and deck from wear and friction.
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TDP 10/10-12 32 10 16 10-12 Anodised Aluminium

TDP 10/12-16 32 10 16 12-16 Anodised Aluminium

TDP 10/16-22 32 10 16 16-22 Anodised Aluminium

TDP 10/22-30 32 10 16 22-30 Anodised Aluminium

TDP 14/10-12 40 14 20 10-12 Anodised Aluminium

TDP 14/12-16 40 14 20 12-16 Anodised Aluminium

TDP 14/16-22 40 14 20 16-22 Anodised Aluminium

TDP 14/22-30 40 14 20 22-30 Anodised Aluminium

TDP 18/10-12 48 18 24 10-12 Anodised Aluminium

TDP 18/12-16 48 18 24 12-16 Anodised Aluminium

TDP 18/16-22 48 18 24 16-22 Anodised Aluminium

TDP 18/22-30 48 18 24 22-30 Anodised Aluminium
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dia mm
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Material

TDP12 28 8 12 30 Anodised Aluminium

TDP14 30 10 14 30 Anodised Aluminium

TDP16 32 12 16 30 Anodised Aluminium

TDP18 34 14 18 30 Anodised Aluminium

TDP20 36 16 20 30 Anodised Aluminium
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